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DESCRIPTION

PALLET / BALE FORK

FEM 2 norm frame with anti-overturning protection 
and 2  horizontally movable forks for pallet.

FEM 2 norm frame with anti-overturning protection 
and 2  horizontally movable forks for bales. 

Forks for pallets with forks for bales complete 
interchangeability and vice versa
Bolted step and set up holes for its application on the 
opposite side
Safety bolt: prevents forks slipping out accidentally from 
the frame

STANDARD EQUIPMENT

https://www.uemme.com/prodotto/forca-pallet-balloni-fpp/
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FPP / FRP 10-12 FPP / FRP 20-13 FPP / FRP 25-13

1000 2000 2500

86 105 110

950 950 950

1210 1360 1360

0,5÷3,5 1÷6 2,5÷8
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LINKAGE SYSTEMS
Universal linkage for Skid-Steer Loader

Non universal linkage for Skid-Steer Loader

Wheel Loaders, Backhoe Loaders and

Telehandlers linkage

APPLICATIONS
•	PALLET PLATFORMS AND

BOXES LIFTING

•	PALLET BASED TANKS LIFTING

• HAY BALES OF ANY FORM

LIFTING

FORKS

MODELS FPP / FRP 10-12 FPP / FRP 20-13 FPP / FRP 25-13

3 Couple of Pallet Forks FEM 2A AxBxC = 80x30x900 (mm) Kg 52 - -

Couple of Pallet Forks FEM 2A AxBxC = 80x30x1100 (mm) Kg 58 - -

Couple of Pallet Forks FEM 2A AxBxC = 100x35x1100 (mm) Kg - 84 -

Couple of Pallet Forks FEM 2A AxBxC = 100x40x1200 (mm) Kg - - 94

4 Couple of Bales Forks FEM 2A ØxC = 42x1400 (mm) Kg 74 -

Couple of Bales Forks FEM 2A ØxC = 45x1400 (mm) Kg - - 88

PALLET / BALE FORK

MODELS

Lifting capacity Kg

Frame weigth without linkage Kg

Height (D) mm

Width (E) mm

https://www.uemme.com/prodotto/forca-pallet-balloni-fpp/

